
Physical Properties Measure Actual Value Test Method

Base Weight lb 27 T-410
Yield in2/lb 7027 Calculated
Caliper mils 4.3 T-411
Tensile (MD) lbf/in 50 T-494
Tensile (CD) lbf/in 40 T-494
Tear (MD) lbf 0.18 T-414
Tear (CD) lbf 0.18 T-414
Brightness % 92% ± 1.5 T-452
Smoothness Sheffield Units 120 T-538
Opacity % 92% T-425

DESCRIPTION: 
MGX is now offering PaperTyger® with our specialized coating for Indigo and dry toner machines. It is durable, 
lightweight, tear-resistant, has the look, feel and printability of paper with out the static. Manufactured using a 
solvent-free laminating process.

MGX-4872

PaperTyger ID 27# Bond
13” x 19”

Product Performance and Suitability Disclaimer: All information, recommendations and suggestions contained herein, including, without limitations, stated 
values (collectively the “Information”) shall be used only as a guide by Purchaser and not for specification or any other purpose.  The Information does not 
constitute a warranty nor guaranty of any type whatsoever.  Purchaser should independently determine the suitability of all material purchased and must 
confirm adaptability and other characteristics by conducting its own test. MGX shall have no liability as a result of any loss, expense, damage, cost or other 
injury which results from Purchaser’s reliance on the Information.  
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APPLICATIONS: 
Maps • Posters/Charts • Racing Bibs • Rendering/Drawings • Certificates


